DIMENSIONAL STANDARD - ASME B16.5

ASME B16.5 Class 1500 Flange Dimensions

Class 1500 flange dimensions and bolting, NPS ¥2-24, in-mm.
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ASME B16.5 Class 1500 Flange Dimensions
TG-DS-005 - Rev. 0 - October 2026

This chart gives the dimensions of ASME B16.5 Class 1500 pipe flanges in millimetres for NPS 2" to 24". It covers weld neck, slip-on, blind, socket weld, threaded and lap

joint flanges, with drilling, stud bolt lengths and approximate weights.
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Weld neck flange, raised face — section (not to scale)

Weldneck flange with raised face. Letters correspond to the column:headings in the table.

Class 1500 flange dimensions (mm)

Outside diameter of flange

Minimum flange thickness (also the blind flange thickness), excluding the
raised face

Diameter of raised face
Hub diameter at base
Hub diameter at the welding end of a weld neck flange (pipe outside diameter)

Length through hub — given separately for weld neck, slip-on / threaded /
socket weld and lap joint flanges

Bolt circle diameter
Number and diameter of bolt holes

Nominal bolt diameter in inches

(0] tf R X A Y

Outside dia Min thickness Raised face dia Hub dia Hub at weld Weld neck

2" 15 120 22.3 34.9 38 21.3 60
Ya" 20 130 25.4 42.9 44 26.7 70
1" 25 150 28.6 50.8 52 33.4 73
1%" 32 160 28.6 63.5 64 42.2 73
12" 40 180 31.8 73.0 70 48.3 83
2" 50 215 38.1 92.1 105 60.3 102
2" 65 245 41.3 104.8 124 73.0 105
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Y Y w Hole dia
Slip-on / Thr / SW Lap joint Bolt circle b il
32 32 82.6 4 22.2 %"
35 35 88.9 4 22.2 %"
41 41 101.6 4 25.4 7"
41 41 111.1 4 25.4 78"
44 44 123.8 4 28.6 1"
57 57 165.1 8 254 7"
64 64 190.5 8 28.6 1"
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E s HI ASME B16.5 Class 1500 Flange Dimensions
b TG-DS-005 - Rev. 0 - October 2026
o tf R X A Y Y Y w Holes Hole dia
Outside dia Min thickness Raised face dia Hub dia Hub at weld Weld neck Slip-on / Thr / SW Lap joint Bolt circle No. mm
3" 80 265 47.7 127.0 133 88.9 117 73 738 203.2 8 31.8 1"
4" 100 310 54.0 157.2 162 114.3 124 90 90 241.3 8 34.9 1%"
5" 125 375 73.1 185.7 197 141.3 155 105 105 292.1 8 41.3 1%"
6" 150 395 82.6 215.9 229 168.3 171 119 119 317.5 12 38.1 1%"
8" 200 485 92.1 269.9 292 219.1 213 143 143 393.7 12 44.5 1%"
10" 250 585 108.0 323.8 368 273.0 254 159 178 482.6 12 50.8 17"
12" 300 675 123.9 381.0 451 323.8 283 181 219 571.5 16 54.0 2"
14" 350 750 133.4 412.8 495 355.6 298 — 241 635.0 16 60.3 2%"
16" 400 825 146.1 469.9 552 406.4 311 = 260 704.8 16 66.7 2"
18" 450 915 162.0 533.4 597 457.0 327 — 276 774.7 16 73.0 2%"
20" 500 985 177.8 584.2 641 508.0 356 = 292 831.8 16 79.4 SH
24" 600 1170 203.2 692.2 762 610.0 406 — 330 990.6 16 921 3"

Class 1500 bolting and approximate weights

Stud dia Stud length Stud length Weld neck Blind

in Raised face Ring joint kg, approx. kg, approx.

" 4 " 110 110 — 1.8
" 4 " 115 115 — 2.7
1" 4 7" 125 125 4.1 3.7
1" 4 7" 125 125 4.5 4.1
1" 4 1" 140 140 6.4 5.9
2" 8 7" 145 145 11.3 10.1
2" 8 1" 160 160 16.3 15.9
3" 8 1" 180 180 21.8 21.8
4" 8 1%" 195 195 33.1 33
5" 8 1%" 250 250 59.9 64
6" 12 1%" 260 265 748 75
8" 12 1%" 290 300 125 136
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E s HI ASME B16.5 Class 1500 Flange Dimensions
b TG-DS-005 - Rev. 0 - October 2026
Stud dia Stud length Stud length Weld neck Blind
in Raised face Ring joint kg, approx. kg, approx.
10" 12 17" 335 345 206 232
12" 16 2" 375 385 313 314
14" 16 2" 405 425 426 443
16" 16 2" 445 470 567 591
18" 16 23" 495 525 737 795
20" 16 3" 540 565 930 1022
24" 16 30" 615 650 1508 1648
Notes

« Dimensions are in millimetres unless stated otherwise.

« Flange thickness tf and length through hub Y do not include the 7 mm raised face.

« Blind flanges have the same outside diameter, thickness tf and drilling as the other flange types of the same size and class.

« Slip-on and socket weld flanges are not listed in Class 1500 above NPS 2%2"; the slip-on column then applies to threaded flanges only.

« The bore of a weld neck or socket weld flange is machined to match the inside diameter of the pipe schedule stated in the order.

« Bolt holes are tabulated in inches in ASME B16.5; the millimetre values shown are direct conversions (bolt diameter plus %").

« Stud bolt lengths do not include the height of the points. Weights are approximate catalogue values and vary with bore and manufacturer.

Reference information compiled from the published standard for convenience. It does not replace the current edition of the governing standard, which takes precedence. Verify critical dimensions and properties before design,
purchase or fabrication. Teshi Engineers & Sales Promoters (P) Ltd accepts no liability for errors or omissions.
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